NOTES. 


[UNIT WIRED FOR I7 V 50/60 CYCLE 
OPERATION ONLY. 


SELECTOR MAGNETS IN PARALLEL FOR 
ALL CONDITIONS OF OPERATIONS 
STRAPPING FOR INPUT OPTIONS 

020 AMP. NEUTRAL OPERATIONS 
| 8@ i-2 OPEN 3-4 OPEN 

(060 AMP. NEUTRAL OPERATION 

®@ 1-2 STRAPPED 3-4 OPEN 

020 10.0% AMP POLOR OPERATION 
B@ I-2 OPEN 3-4 STRAPPED 


| FACTORY STRAPPING 1-2, 5-6 
REMOVE STRAP BETWEEN 8 @)5 AND 
B@E ON ALL 179560 UNITS. 


OPEN LINE RELAY IS NOT A PART OF THE 
179860 ASSEMBLY, 179564 RELAY CAN 
BE USED IN THIS APPLICATION IT 


SHOULD BE WIRED AS SHOWN BY 
+ LINES, 


TDS 8 SvmG0l INDICATES ieises 
CONNECTOR ATTACHED TO THE 

z 17956) CABLE (61526 PANEL 
MOUNTING CONNECTOR MAY BE 
USED FOR MATING CONNECTIONS 


ON EARLIER MODELS CR6-7 813 
ARE CLICK SUPPRESSORS 


9.| FOR 192669, THESE CONNECTIONS 
ARE SPADE TERMINALS. 
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WIRING DIAGRAM - 

,, FOR ‘a 
179560, 198669 
SELECTOR MAGNET 
DRIVER AND OPEN, 
LINE DETECTORS: 


APPROVALS 


PROD NO_4767 WO, 


DATE (0°31 
FILE NO _40-A2, 


DRAWN EM. 
ENGO RUF [appoZZ/A” 


TELETYPE 


CORPORATI 
Py” Fae hp iy 


ei 


